
 
 

Technical Guidelines – International Sidecar Trophy 2026 
 

Status: 10 December 2025 
 
Everything that is not explicitly permitted is considered forbidden. Exceptions may be defined solely 
and exclusively by the technical advisors and the organiser. The instructions of the technical advisors 
must be followed; appeals are not possible. Violations and modifications without prior approval and 
subsequent inspection will lead to disqualification and/or exclusion from the event. 
 
§1 Helmets and Protective Clothing 
 
Helmets and protective clothing must be free from damage. The racing suit must be one-piece and 
made of leather or a comparable or higher-quality material. Wearing approved back protectors is 
mandatory. 
Gloves must be made of leather or a higher-quality material. 
 
Approved helmet standards: 
 
ECE 22-06 
 
FRHPhe-01 
 
FRHPhe-02 
 
Approved back protector standard: CE EN 1621-2 or higher 
 
§2 Class Division 
 
Races are held in the 1000cc and 600cc classes. Any “special vehicles” will be classified as 
prototypes. Chassis types in categories F1 and F2 are permitted. 
 
1000cc class: 
 
4-cylinder up to 1000cc 
2-cylinder up to 1200cc 
 
 
600cc class: 
 
4-cylinder 400cc to 600cc 
3-cylinder 500cc to 675cc 
2-cylinder 600cc to 750cc               
 
Further regulations: 
 
Decisive for engine approval are year of manufacture and technical condition. Only naturally 
aspirated engines are permitted. “Next Generation” engines must use the Mectronik MKE7 single-
make ECU with current software. Adjustments to engines may be made at any time to ensure 
equal opportunities. The current FIM homologation forms the basis for classification. Current 
software status can be found on the FIM website or obtained from the organiser. 
 
 
 



 
 
§3 Start Numbers 
 
Three start numbers are mandatory: one each on the front, left, and right. 
Start numbers and backgrounds must have clear contrast and ideally be non-reflective. Reflective 
numbers or backgrounds are prohibited. Individual numbers must not overlap and must be clearly 
readable from a distance. 
 
Minimum requirements: 
 
Height: 160 mm 
Line width: at least 30 mm 
 
 
Font and colour are free as long as readability is ensured. Final decisions are made by the 
technical advisor. 
 
 
§4 Weight and Dimensions 
 
The minimum race-ready weight is: 
 
F1: 225 kg 
F2: 186 kg 
 
without driver and passenger. Minimum and maximum dimensions are shown in the appendix (see 
diagrams, pages 7–8). 
 
 
§5 Brakes 
 
A dual-circuit braking system is required. All three wheels must be braked. Brake retaining pins 
must be secured directly with appropriate wire. Split pins, cable ties, and similar items are not 
permitted. 
 
 
§6 Tyres and Rims 
 
Tyres must meet general safety requirements throughout the event and may not be older than 5 
years. Tyres must be equipped with wear indicators. A verifiable minimum tread depth of 2.0 mm or 
more must be maintained throughout the event. Tyres must not show deformation, cracks, 
fractures, or damage. Ideally, tyres should have a DOT marking. Tyres are checked during 
technical control; non-conforming tyres are not permitted. Tyre warmers of any form and at any 
time are prohibited. 
 
Minimum rim sizes: 
 
Rear: 11", min. width 254 mm 
Front: 9", min. width 230 mm 
Side: 11", min. width 254 mm 
 
 
 
 



 
 
§7 Fluids 
 
Only pure water is permitted as coolant. All additives such as antifreeze, Motul MoCool, etc. are 
prohibited. 
 
Exceptions: engine oil and brake fluid. 
 
The oil sump must be closed and able to hold at least 5 litres of fluid. Two oil-absorbent mats are 
mandatory. Oil filters, filler plugs, drain plugs, and inspection screws must be directly secured with 
wire. Cable ties, split pins, etc. are not permitted. All fluid-carrying hoses and lines must be secured 
with proper clamps and safety wire. A radiator overflow or pressure-relief/vent valve must drain 
through a secured hose into a closed container of at least 250 ml. 
 
§8 Fuel 
 
Only commercially available petrol from fuel stations with a maximum of 102 octane is permitted. 
The tank breather hose must have a non-return valve and end in a sealed container of at least 250 
ml. The tank must be fitted with safety fuel foam, preferably Expo-Safe. 
 
§9 Crankcase and Airbox 
 
An airbox is mandatory. Engine ventilation must terminate inside the airbox. 
 
 
§10 Throttle 
 
Two throttle cables are required (opening and closing), and must be self-closing and fast-acting. 
Electronic throttles are permitted if they meet the same requirements. 
 
 
§11 Kill Switch 
 
A functional kill switch is mandatory. It must be implemented as a pull cord of appropriate length or 
a spiral cable with a maximum stretched length of 1 metre. 
 
 
§12 Exhaust 
 
Maximum permitted noise level: 
 
107 dB/A before the race 
110 dB/A after the race (including +3 dB/A tolerance) 
 
Organisers and circuit operators may impose lower limits. Compliance must be ensured using 
approved methods, e.g., a dB-killer. Noise measurements may be carried out at any time. 
 
§13 Chassis and Ground Clearance 
 
A single-wheel suspension system is required. Front and rear wheels must be sprung; the side 
wheel must be rigid (unsprung).  
 
Minimum suspension travel front and rear at any time: 20 mm. 
Ground clearance, race-ready with crew: 65 mm. 



 
 
After the race: tolerance up to –5 mm. 
 
Rear suspension must be constructed to withstand forces and reinforced where necessary.  
Repairs of any kind are prohibited; damaged parts must be replaced immediately. 
 
 
§14 Handlebars 
 
Handlebars must be made of metal. Light metals, carbon, and composite materials are not 
allowed. Repair welds are forbidden. A sufficiently large steering stop is mandatory to prevent 
injuries. 
 
 
§15 Rear Light / Rain Light 
 
The rear light must be mounted between the platform and rear wheel, 100 mm above the ground. 
Flashing operation is not permitted. The rain light must be integrated into the wiring harness to 
ensure continuous functionality. Battery-powered rain lights are prohibited. Only FIA-approved rain 
lights according to FIA 8874-2019 are allowed. 
 
Examples: Beltenick FIA, Cartek FIA 2008. 
 
 
§16 Fairing 
 
Use of spoilers and mirrors is prohibited. The front wheel cover must be bolted and/or riveted. 
Cable ties or wire are not allowed for securing. Fairing brackets must be undamaged. Fairing must 
be secured with bolts or large-head rivets. Gluing or laminating alone is prohibited. All fairing parts 
must protect driver and passenger from rotating parts. 
 
§17 Cameras 
 
Cameras may be mounted on the vehicle if they do not obstruct or endanger driver, passenger, or 
competitors. Mounting must include double safety securing. Cameras must be secured so that they 
cannot be lost if the mount breaks. Helmet-mounted cameras are strictly forbidden. Helmets 
with such modifications will be confiscated and approval stickers removed. 
Final approval or prohibition of cameras lies with the organiser. 
 
 
§18 Technical Inspection and Assistance 
 
Vehicle and equipment must be presented clean and free of defects within the designated time 
window. Old inspection markings must be removed. 
 
Items to be presented: 
 
Complete vehicle 
Protective gear (helmet, suit, gloves, boots, protectors) for both driver and passenger 
Tyre sets, upon request 
 
Technical inspection takes place after registration and successful administrative checks. Only 
vehicles with a positive inspection result will be marked and admitted to competition. 
 



 
 
 
§19 Miscellaneous 
 
Technical advisors of the International Sidecar Trophy must be contacted directly regarding special 
cases or modification requests related to vehicles or equipment. 
 
 
§20 Appendix, Images, Technical Drawings 
 
Detailed dimensional drawings for: 
 
 
F1 (long wheelbase)  
 
 

 
 
 



 
 
 F2 (short wheelbase)  
 

 
 
(The diagrams illustrate maximum lengths, wheel positions, widths, height limits, and platform 
geometries.) 
 
 
 
 


